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DRILL A MAIN WELLB0RE EXTENDING FROM 
A SURFACE TO A SUBTERRANEAN ZONE 



CASE THE MAIN WELLBORE WITH A MAIN 
CASING HAVING A PLURALITY OF LATERAL 
WELLBORE WINDOWS FORMED THEREIN 



POSITION A WHIPSTOCK HAVING A 
LONGITUDINAL BORE RUNNING 
THERETHROUGH ADJACENT A RESPECTIVE 
ONE OF THE LATERAL WELLBORE WINDOWS 



FORM A LATERAL WELLBORE THROUGH THE 
RESPECTIVE LATERAL WELLBORE WINDOW 



LINE THE FIRST LATERAL WELLBORE 
WITH A LATERAL LINER AND A PORTION 
OF A TIE-BACK ASSEMBLY 



ALIGN A PRE-MILLED TIE-BACK WINDOW 
WITH THE LONGITUDINAL BORE 



COUPLE THE TIE-BACK ASSEMBLY 
TO THE MAIN CASING 



SUCCESSIVELY REPEAT THE POSITIONING, 
FORMING, LINING, ALIGNING AND COUPLING 
STEPS WITH RESPECT TO THE REMAINING 
LATERAL WELLBORE WINDOWS 



( FINISH ) 



FIG. 7 



